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MATERIAL SAFETY DATA SHEET 
 

1.  SUBSTANCE AND SOURCE IDENTIFICATION 

National Institute of Standards and Technology SRM Number:  2806a 
Standard Reference Materials Program MSDS Number:  2806a 
100 Bureau Drive, Stop 2300 SRM Name: Medium Test Dust (MTD) 
Gaithersburg, Maryland 20899-2300  in Hydraulic Fluid 
   
 Date of Issue:  11 December 2008 
  
MSDS Coordinator:  Mario J. Cellarosi Emergency Telephone ChemTrec:  
Telephone:  301-975-2200 1-800-424-9300 (North America) 
FAX:  301-926-4751 +1-703-527-3887 (International) 
E-mail:  SRMMSDS@nist.gov  
Description:  This Standard Reference Material (SRM) is intended for use in the calibration of instrument response 
to Medium Dust suspended in hydraulic fluid.  It consists of a polydisperse, irregularly shaped mineral dust 
suspended in approximately 400 mL of hydraulic fluid at a nominal concentration of 2.8 mg/L.  SRM 2806a is 
provided as a two-bottle set. 

Substance:  Medium Test Dust (MTD) in Hydraulic Fluid. 

Other Designations:  Medium Test Dust (MTD) in Hydraulic Fluid (hydraulic petroleum oil; hydrotreated light 
naphthenic petroleum distillate). 

2.  COMPOSITION AND INFORMATION ON HAZARDOUS INGREDIENTS 
 

Component CAS Registry EC Number (EINECS) Nominal Concentration (%) 

Hydraulic Fluid 64742-53-6 265-156-6 100 

EC Classification:  T (Toxic); Carcinogen Category 2 

EC Risk (R No.):  45 

EC Safety (S No.):  45, 53 

EC Risk/Safety Phrases:  See Section 15, “Regulatory Information”. 

3.  HAZARDS IDENTIFICATION 
NFPA Ratings (Scale 0–4): Health = 2 Fire = 1 Reactivity = 0 

Major Health Hazards:  Cancer hazard. 

Physical Hazards:  Glass bottles may break or shatter.  

Potential Health Effects (Short Term Exposure) 

Inhalation:  No information on significant adverse effects.  

Skin Contact:  Irritation, skin disorders. 

Eye Contact:  Irritation. 

Ingestion:  Digestive disorders, aspiration hazard. 

Listed as a Carcinogen/Potential Carcinogen  
 Yes No 
In the National Toxicology Program (NTP) Report on Carcinogens  

 
X 

In the International Agency for Research on Cancer (IARC) Monographs X  
By the Occupational Safety and Health Administration (OSHA)  

 
X 
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4.  FIRST AID MEASURES 
Inhalation:  If adverse effects occur, remove to uncontaminated area.  If not breathing, give artificial respiration by 
qualified personnel.  Seek immediate medical attention.   

Skin Contact:  Wash affected skin with soap and water for at least 15 minutes while removing contaminated 
clothing.  Seek medical attention, if needed. 

Eye Contact:  Immediately flush eyes, including under the eyelids, with copious amounts of water for at least 
15 minutes.  Seek immediate medical attention. 

Ingestion:  If any is ingested, seek medical attention. 

5.  FIRE FIGHTING MEASURES 
Fire and Explosion Hazards:  Slight fire hazard.   

Extinguishing Media:  Carbon dioxide, regular dry chemical, water, regular foam.  

Fire Fighting:  Move container from fire area if it can be done without risk.  Use extinguishing agents appropriate 
for surrounding fire.  Do not scatter spilled material with high-pressure water streams.  Avoid inhalation of material 
or combustion by-products.  Wear protective clothing and NIOSH-approved self-contained breathing apparatus 
(SCBA). 

Flash Point (°C):  > 93.3 (200 °F) 
Method Used:  Not applicable. 

Autoignition Temp. (°C):  Not established. 

 Flammability Limits in Air 
 UPPER (Volume %):  Not established. 
  LOWER (Volume %):  Not established. 

6.  ACCIDENTAL RELEASE MEASURES 
Occupational Release:  Stop leak if possible without personal risk.  Isolate hazard area and deny entry.  Absorb 
with sand or other non-combustible material.  Do not touch spilled material.  Absorb with sand or other non-
combustible material.  Collect spilled material in appropriate container for proper disposal. 

Disposal:  Refer to Section 13, “Disposal Considerations”. 

7.  HANDLING AND STORAGE 
Storage:  Store and handle in accordance with all current regulations and standards.  Store in a tightly closed 
container.  Store in a cool, dry place in a well-ventilated area.  Keep separated from incompatible substances.   

Safe Handling Precautions:  See Section 8, “Exposure Controls and Personal Protection”. 

8.  EXPOSURE CONTROLS AND PERSONAL PROTECTION 
Hydrotreated Light Naphthenic Distillate (Mineral Oil Mist): 

OSHA TWA:  5 mg/m3 
ACGIH TWA:  5 mg/m3 (sampled by method that does not collect vapor) 
ACGIH STEL:  10 mg/m3 
NIOH STEL:  10 mg/m3 

Ventilation:  Provide local exhaust or process enclosure ventilation system.  Ensure compliance with applicable 
exposure limits. 

Respirator:  If necessary, refer to the “NIOSH Guide to the Selection and Use of Particulate Respirators Certified 
under 42 CFR 84” for selection and use of respirators with organic vapor cartridges certified by NIOSH. 

Eye Protection:  Wear splash resistant safety goggles with a face shield.  An eye wash station should be readily 
available near of handling and use areas. 

Personal Protection:  Wear protective clothing and chemically resistant gloves to prevent skin exposure. 
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9.  PHYSICAL AND CHEMICAL PROPERTIES 

Component:  Hydrotreated Light Naphthenic Distillate 

Appearance:  Red oil.   

Odor:  Mild petroleum odor. 

Molecular Formula:  Not applicable. 

Relative Molecular Mass:  Not applicable. 

Density (g/cm3):  0.83 to 0.87  

Boiling Point (°C):  > 218 (> 424 °F) 

Freezing Point (°C):  Not available.  

Water Solubility:  Almost insoluble. 
NOTE:   The physical and chemical data provided are for the pure component.  Physical and chemical data for the SRM oil-dust 
mixture do not exist.  The actual behavior of the mixture may differ from the individual component.   
 

10.  STABILITY AND REACTIVITY 
 

Stability: X Stable  Unstable 

Stable at normal temperatures and pressure. 

Conditions to Avoid:  Avoid heat, flames, sparks and other sources of ignition.  Avoid contact with incompatible 
materials.  Protect from physical damage.   

Incompatible Materials:  Oxidizing materials.  

Fire/Explosion Information:  Refer to Section 5, “Fire Fighting Measures”. 

Hazardous Decomposition:  Thermal decomposition or combustion products:  aldehydes, ketones, oxides of 
carbon. 

Hazardous Polymerization:  Will Occur X Will Not Occur 
 
11.  TOXICOLOGICAL INFORMATION  

 
Route of Entry: X Inhalation X Skin X Ingestion 
 

Hydrotreated Light Naphthenic Distillate Toxicity Data: 

LD50 (inhalation-rat):  2.2 g/m3/45 min (Baxter Performance Chemicals, Inc.) 
LD50 (oral-rat):  5 g/kg 
LD50 (skin-rabbit):  > 2 g/kg (Baxter Performance Chemicals, Inc.) 
 

Health Effects:  See Section 3: “Hazards Identification” for potential health effects. 

Target Organs:  IARC: Human Sufficient Evidence, Animal Sufficient Evidence, Group 1 (Untreated and mildly 
treated oils).  Mildly hydrotreated oils principally paraffinic in nature, induced a moderate incidence of skin tumors.. 

Medical Conditions Aggravated by Exposure:  Respiratory disorders, skin disorders and allergies.  

12.  ECOLOGICAL INFORMATION 
Ecotoxicity Data:  Not available. 

13.  DISPOSAL CONSIDERATIONS 
Waste Disposal:  Dispose in accordance with all applicable federal, state, and local regulations.  Keep out of water 
supplies and sewers. 
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14.  TRANSPORTATION INFORMATION 
U.S. DOT and IATA:  Not regulated. 

15.  REGULATORY INFORMATION 
U.S. REGULATIONS 

CERCLA Sections 102a/103 (40 CFR 302.4):  Not regulated. 

SARA Title III Section 302 (40 CFR 355.30):  Not regulated. 

SARA Title III Section 304 (40 CFR 355.40):  Not regulated. 

SARA Title III Section 313 (40 CFR 372.65):  Not regulated. 

OSHA Process Safety (29 CFR 1910.119):  Not regulated. 

SARA Title III Sections 311/312 Hazardous Categories (40 CFR 370.21) 

 ACUTE: Yes 
 CHRONIC: Yes 
 FIRE: No 
 REACTIVE: No 
 SUDDEN RELEASE: No 

STATE REGULATIONS 

California Proposition 65:  Not regulated.   

CANADIAN REGULATIONS 

WHMIS Classification:  Not determined. 

EUROPEAN REGULATIONS  

EC Classification 
T (Toxic).  Carcinogen Category 2  

EC Risk Phrases 

R45 May cause cancer. 

EC Safety Phrases: 

S45 In case of accident or if you feel unwell, seek medical advice immediately (show the label where 
possible) 

S53 Avoid exposure.  Obtain special instructions before use. 

NATIONAL INVENTORY STATUS 

U.S. Inventory (TSCA):  Listed on inventory. 

TSCA 12(b), Export Notification:  Not listed. 

16.  OTHER INFORMATION 
 
Sources: 
 ChemADVISOR, Inc., MSDS Hydrotreated Light Naphthenic Petroleum Distillate, 13 September 2007. 
 
 
 
 
 
 
Disclaimer:  Physical and chemical data contained in this MSDS are provided only for use in assessing the 
hazardous nature of the material.  The MSDS was prepared carefully, using current references; however, NIST does 
not certify the data in the MSDS.  The certified values for this material are given in the NIST Certificate of Analysis. 


